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APPLICATION INSTRUCTIONS

Before mounting please choose the right spacer and the
right number of elements per ring for your application. A
double ring of spacers is mounted at the end and the be-
ginning of the crossing.

1. For preparation, pre-fix the right number of elements per
ring by inserting two or three teeth. DO NOT CLOSE
THE RING. Decide the spacers’ position on the carrier
pipe. Apply anti slide tape under each ring to avoid
movement of the rings on the pipe surface.

2. To mount on the pipe, connect ends of the ring by in-
serting two or three teeth deep.

3. Tighten all element connections evenly until the ring
is fixed on the pipe properly. Do not fasten the elements
unequally.

4. The minimum overlap of the connection zones is 50%,
better 2/3. If the spacers are applied one or more days
before insertion, the rings MUST be tightened again.

NO Special clamp for type A/B, S/T and I/C/D

Never use an extended lever.
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FASTENING CLAMPS

« Screwless and easy fixing tool

« High quality steel lever

» Long lever allows easy application
Hardened main steel bar

Usable in both directions

Left and right hand use possible
Supplied in high quality tool box

Fastening clamp

Fastening clamp for Type M/N, F/G and L 17070
Skid hight max. 90 mm

Fastening clamp for Type M/N and L 17077
Skid hight max. 200 mm

Fastening clamp for Type E/H 17072

The lever can be put on in right-
, handed or left-handed mode
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Fastening clamps can be rented from 4 pipes.

TIGHTENING LEVER FOR F/G SPACERS

« Long lever for easy application

« Designed for F/G spacers

« Cost effective tool for pipes up to 12"
(DN300), especially for a few rings only

« Made of stainless steel

‘ F/G tightening lever ‘ 17076
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