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End Seals 4 pipes

Type AST End Seals

INSTALLATION GUIDE•	Only two types for 25 mm - 160 mm range
•	High quality rubber
•	Dimensions perfect for plastic pipes
•	Marks for cutting on site
•	Supplied with stainless steel straps
•	Low stock, high flexibility
•	NBR version for the gas sector
•	Operational temperature from 

EPDM -40°C up to +120°C
•	Version for multiple occupancy (Type AKM)

Step dimensions 
 in mm DN Art.-No.

Stepseal  
AST 20 - 90 
closed

EPDM 20/30/40/ 
50/75/90 18086

Stepseal  
AST 25 - 110 EPDM 25/32/40/50/63/ 

75/90/110 18088

Stepseal  
AST 63 - 160 EPDM 63/75/90/110/ 

125/140/160 18089

Stepseal  
AST 25 - 125 NBR 25/32/40/50/63/ 

75/90/110/125 18087

Cable seal 
AKM 75/90 
closed

EPDM

SR 75/90 
Cable: 1x 17-20; 
1x 13-16; 1x 10-12; 
1x 8-10; 2x 6-8; 
2x 4-6 mm

18080
Cable seal AKM 75/90  
closed

1. Insert the end seal on the 	
	 main pipe before inserting the 	
	 casing pipe

2. Insert the end seal  on the  
	 jacket pipe

3. Secure both pipes with the  
	 supplied straps
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4 pipes GmbH
 Sigmundstraße 182 | 90431 Nuremberg / Germany

 +49 911 81 00 6 - 0     info@4pipes.de     www.4pipes.de


