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Installation guide
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GENERAL ADVICE
•	choose wall sleeve according to the exact diameter  

of the pipe and the corresponding Pressio® or  
Pressio®-Elements seal

•	 insert the seal after setting the sleeve in concrete

ON-SITE ADJUSTMENTS
•	Always wear a dust mask when cutting / processing  

the sleeves
•	Cut PVC sleeves only manually or with slowly  

turning tools with dust collector
•	Do not inhale the dust

APPLICATION IN THE SHUTTERING
1.  Fix wall sleeve in the casting with PE casting caps. 
2. Application in base floors, ceilings or walls. 
3. Compress concrete well around the wall sleeve.

Water impact class W2.1-E - high external water pres-
sure up to max. 3 m

Installation of a wall sleeve with bonding flange:

The protective film is removed before the sealing layer is 
applied. The seal is attached to the wall sleeve including 
reinforcement layer according to DIN 18533.

Water impact class W1-E - low external water pressure

Installation of a wall sleeve without bonding flange:

The seal (e.g. polymer-modified bituminous thick layer 
coating PMBC) is attached to the wall sleeve like fillet. For 
this purpose, the wall sleeve must be installed with the 
adequate protruding length on the outside.

Installation of the PVC wall sleeve in the waterproofing 
of buildings according to DIN 18533:

Preparation of the surface (PVC wall sleeve)

The surface of the PVC wall sleeve must be frost-free, 
free of release agents, free of mortar residues and free 
of loose contaminants. After the surface preparation the 
waterproofing layer is applied in accordance with the  
manufacturer's instructions.

PVC Wall Sleeves - Installation guide
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