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Heat Shrink Products 4 pipes

Heat Shrink Sleeve 4PMS and 4PMSA

PRODUCT INFORMATION 
4PMS AND 4PMSA
Medium wall polyolefin tubular heat- 
shrinkable sleeve with excellentme-
chanical and electrical properties. 
Made for various applications, for 
low voltage electrical cable isolation 
or mechanical protection on pipes or 
pipe ends. Ideal as a sealing system 
and corrosion protection system, 
especially where low shrink tempera-
tures, easy application and high flexi-
bility are required.

•	 Type 4PMSA = with adhesive
•	 Type 4PMS = without adhesive
•	medium wall thickness
•	shrink ratio: 3:1
•	climate and weather proof
•	Standard colour black
•	max. temperature +110°C
•	minimum shrink temperature: 120°C
•	moisture tight isolation
•	high mechanical protection

Under 4PMS an additional, separate butyl adhesive can be 
applied. Butyl adhesive quality 22 with PP mesh inlay  50 x 
1 mm x 15 m. 4 pipes Art. No. 16169

Application with a soft propane flame on a clean, dry and  
fat free surface.

Test Result
Operating temperature IEC 216 -55°C to +110°C 

Tear resistance ASTM D 638  >14 MPa 

Elongation at break ASTM D 638 >400% 

Density ASTM D 792  1.05g/cm³ 

Change in length UL 224  0 bis up to 10% 

Concentricity ASTM D 2761 <30% 

Electrical resistance IEC 243  >20KV/mm 

Copper-resistance ASTM D 2671  non corrosive 

Water absorption ISO 62  <0.15%

Resistance to fungal attack ISO 846 passed

Peel resistance (PE) DIN 30672*  4 N/cm (4PMSA)
*without adhesive - Type 4PMS

Type

as 
supplied

after 
shrinking

Standard-
length*

Art. No.
4PMS

Art. No.
4PMSADiameter

min.

Diameter 
fully 

shrunk
max.

wall 
thick-
ness
max.

mm mm mm mm
95/25 95 25 3,0 1000 15531 15504

115/34 115 34 3,0 1000 15532 15505

140/42 140 42 3,0 1000 15533 15506

160/50 160 50 2,9 1000 15534 15507

180/60 180 60 2,9 1000 15536 15511

235/65 235 65 2,9 1000 15538 15508

265/65 265 65 3,0 1000 15539 15509

300/90 300 90 2,8 1000 15540 15510

350/150 350 150 2,8 1000 15541 on 
request

400/150 400 150 4,0 1000 15543 on 
request

*Further colours, lenghts and dimensions on request
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4 pipes GmbH
 Sigmundstraße 182 | 90431 Nuremberg / Germany

 +49 911 81 00 6 - 0     info@4pipes.de     www.4pipes.de


