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Heat Shrink Products 4 pipes

Filling Blocks for Pre-insulated Twin Pipes

PRODUCT INFORMATION
4 pipes filling blocks for pre-insulated twin pipes, together 
with a regular shrink system, ensure a uniform insulation 
end- cap. The filling block is „clamped“ between the two 
carrier pipes and enables the shrink system to be flush 
with the resul-ting ellipse. They are made from high-qua-
lity EPDM and are characterized by a high accuracy of fit 
and a long service life.

PROPERTIES
The filling blocks provide a visual and physical closure to 
the twin pipe system for non-critical pressurized water 
applications. Due to their high thermal resistance up to 
+130°C, high UV resistance as well as a high chemical 
resistance to alkaline substances and many acids, a long 
service life is ensured. The standard range includes sizes 
from DN 20 to DN 200.

Special sizes are possible on request.

PROCESSING
Pipe surface must be cleaned, degreased and dried. 
Correct size shall be selected from our size chart. Filling 
block is placed between the carrier pipes so that it will be 
completely covered by the heat shrinking system being 
applied afterwards.   

Any tolerances can be compensated by using a butyl tape 
in addition. When applying the shrinking system, please 
make sure that the filling block is not directly exposed to 
the flame.

Heat shrink systems to be applied on top can be e. g. 
Canusa CSS endcaps, 4PMS tabular sleeve plus butyle 
or NW1250 tape system.

Title Steel pipe
sizes

Clearance 
between

carrier pipe
Art.-No.

Filling block DN 20 Da 26,9 mm 20 mm 11040

Filling block DN 25 Da 33,7 mm 20 mm 11041

Filling block DN 32 Da 42,4 mm 20 mm 11042

Filling block DN 40 Da 48,3 mm 20 mm 11043

Filling block DN 50 Da 60,3 mm 25 mm 11044

Filling block DN 65 Da 76,1 mm 25 mm 11045

Filling block DN 80 Da 88,9 mm 30 mm 11046

Filling block DN 100 Da 114,3 mm 30 mm 11047

Filling block DN 125 Da 139,7 mm 35 mm 11048

Filling block DN 150 Da 168,3 mm 45 mm 11049

Filling block DN 200 Da 219,1 mm 45 mm 11050

Other sizes are possible on request

Technical Data

Material EPDM

Shore A approx. 65

Thickness approx. 40 mm

Color black



3



D
S2

02
6 |

V1
.0
|

G
B|

PD
F

4 pipes GmbH
 Sigmundstraße 182 | 90431 Nuremberg / Germany

 +49 911 81 00 6 - 0     info@4pipes.de     www.4pipes.de


