
GERMAN
DIN EN ISO 9001:2015 CERTIFIED

QUALITY

SA-ADH District Heating Hot-Melt Adhesive
Data Sheet

ACCESSORIES FOR PIPELINE CONSTRUCTION



2

Heat Shrink Products 4 pipes

SA-ADH District Heating Hot-Melt Adhesive PIP Joint systems

INSTALLATION
Cut the adhesive to the required length (pipe circumference 
+50 mm). The contact surfaces must be cleaned, degrea-
sed, dried and roughened with 40–60 grit emery cloth.

Then preheat the contact surface on the pipe with a soft 
flame. Remove the protective film laminated to the pipe and 
position the SA hot-melt adhesive on the pipe surface in 
accordance with the specifications of the socket system 
supplier to minimum 60°C. The outer protective film must 
only be removed after the casing has been pushed over. 
Apply the heat-shrink casing system in accordance with the 
manufacturer’s instructions.

After the cross-linked shrink sleeve has been installed cor-
rectly, some adhesive may protrude in front of the sleeve.

PRODUCT INFORMATION
CANUSA SA Adhesive is a unique hot-melt adhesive spe-
cifically developed for socket joints in pre-insulated pipe 
systems. This high-strength, shear-resistant adhesive 
guarantees a secure and reliable bond between a cross-
linked PE shrink sleeve and the surface of the outer pipe.

The SA adhesive has been developed to meet the de-
mands of the damp and thermally variable environments 
to which pre-insulated pipes are exposed throughout 
their service life, thereby ensuring a permanently water-
tight seal. As an integral part of a cross-linked sleeve sys-
tem, this adhesive provides the necessary shear strength 
to meet the stringent EN 489 sandbox test.

A mesh fabric insert prevents overstretching during ins-
tallation and ensures a consistent material thickness all 
round.

The material is supplied as a tape on a roll with a protec-
tive film laminated on both sides.

Technical Data
Value Test method

Softening point 80°C ASTM E28
Embrittlement point -15°C ASTM D2671
Peel strength 90 N / cm2 DIN 30672
Schälfestigkeit 75 N / cm DIN 30672
Color black

Available formats
Width [mm] Roll length [m] Art.-No.

50 15 16202
100 15 16204
100 120 16200

Other dimensions and sizes available on request 

PROPERTIES
•	Ensures a durable and secure seal against  

standing water
•	Easy to apply on site
•	Optimal adhesion and high shear strength
•	Tested in accordance with EN 489-1:2019 

(FFI test certificate 489 2102 168)

Sealing system with high shear and 
peel strength (SA hot-melt adhesive) 
Ensures a durable and robust seal 
against water penetration from outside
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 Sigmundstraße 182 | 90431 Nuremberg / Germany

 +49 911 81 00 6 - 0     info@4pipes.de     www.4pipes.de


