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Heat Shrink Products 4 pipes

WC-20R District Heating Shrink Sleeve for KMR Joint Systems

INSTALLATION
The pipe surface must be cleaned, degreased and dried.
Then, using, for example, 40–60 grit emery cloth, roug-
hen the contact surfaces on the KMR (not the insulating 
foam) and preheat to 40°C. Remove the protective film 
and wrap the shrink sleeve, adhesive side facing the pipe 
surface, centrally and tightly over the joint (min. 50 mm 
overlap). Heat with a soft propane flame.

Once the shrink sleeve fits smooth, the installation is com-
plete.

PRODUCT INFORMATION
The CANUSA WC-20R heat-shrink sleeve is designed to 
provide primary sealing directly onto the foam of pre-in-
sulated pipe joints. The heat-shrinkable sleeve consists 
of a thin cross-linked polyethylene carrier and a layer of 
special adhesive. During application, the adhesive sof-
tens, and as soon as the carrier contracts, it presses the 
adhesive firmly against the foam and the PE outer jacket-
pipe. The thin carrier film allows for a reliable shrink pro-
cess using minimal heat. 

This prevents damage to the PU foam. The unique pro-
perties of the adhesive ensure maximum surface contact 
with the foam, thereby sealing it along the entire length of 
the joint. Furthermore, as it shrinks, the cross-linked car-
rier firmly encloses the joints through ring tension, thus 
ensuring the tightness of the joint throughout the entire 
service life of the system.

Technical  Data

Value Test method

Thickness carrier 
material (as supplied) ca. 0,38 mm ASTM D1000

Thickness of adhesi-
ve layer (as supplied) ca. 0,62 mm ASTM D1000

Tear strength 9 N / cm2 ASTM D638
Shrinkage rate ca. 23%
Softening point  
Adhesive 200°C ASTM E28

Peel strength >30 N / cm ASTM D1000

Dimensions*

Type Width x Length Art.-No.

Roll 520 mm x 30 m 16033

Roll 605 mm x 30 m 16029

Carrier film (cross-linked polyethylene)

Adhesive (high-performance sealing adhesive)

(WC-20R on the left – unprotected insulation on the right)

STRUCTURE OF SHRINKSLEEVE

* Special widths available on request

WC-20R 
EN 489
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