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Storage and Transport Systems 4 pipes

Pipe Stop

PRODUCT INFORMATION
The Pipe Stop system is a storage system for stacking 
pipes safely. It consists of rail segments with a length of 
4 metres that are steel reinforced. These rails can be end-
lessly connected, to form rail of any desired length. The 
connection is made using specially-designed connectors. 
To support a complete pipe stack, at least 2 parallel rails 
are needed. 

LDPE (low density polyethylene) Pipe Stop blocks are pla-
ced on top of the rails. Per rail two Pipe Stop blocks are 
needed for the correct support of one pipe. The pipes will 
only be supported by the Pipe Stop blocks and are not in 
contact with the rail. To ensure that the pipes are correct-
ly supported, it is of great importance that the Pipe Stop 
blocks are positioned correctly. For every pipe diameter, 
there is a proper block configuration, given in this instruc-
tion manual. Therefore the position of the Pipe Stop blocks 
on the rails should always be regarded with great care. In 
case the prescribed exact position of the Pipe Stop blocks 
is unclear, always contact 4 pipes for assistance.

The Pipe Stop system is capable of supporting pipes from 
Ø 200 mm to 2575 mm (7.87” – 101”). To cover this comple-
te range of pipe diameters, there are four different types of 
Pipe Stop blocks available. Pipe Stop Block Type A, Type 
B, Type C and Type D. Pipe Stop Block Type A is designed 
to support pipes from Ø 200 mm up to Ø 406 mm, Pipe Stop 
Block Type B is designed to support pipes form Ø 380 mm 
up to Ø 670 mm, Pipe Stop Block Type C for pipes from 
Ø 660 mm up to Ø 1590 mm and Pipe Stop Block Type D 
for pipes from Ø 1030 mm up to Ø 2575 mm. Pipe Stop 
Block Type C and Type D have support areas on the side, 
whereas Pipe Stop Block Type A and Type B are designed 
to support pipes on both sides of the Pipe Stop block. 

ADVANTAGES
•	Application range: 8“ - 102“
•	Safe for coated pipes
•	Ensures an ideal support for the pipe
•	High durability and reliability
•	Suitable for all weather conditions
•	Easily adjustable
•	Durable, resistant to oil and moisture  
•	Less material stress, improved roundness of the pipe
•	All forces are calculated with an added safety margin  

to eliminate uncertainties 

ADDITIONAL INFORMATION
•	Application temperature:  

-45°C to +60°C (-49°F / 140°F) 
•	For a temperature up to 40°C (104°F)  

a maximum load on 2 supporting lines:  
50,000 kg (110,180lbs) (Each pipe is  
supported on min. 4 positions) 

•	For a temperature up 60°C (140°F) to maximum  
load on 2 supporting lines: 40,000kg (88,185lbs) 
(Each pipe is supported on min. 4 positions)

•	Pipe Stop Measuremate available for efficient  
installation

Technical Data

Rails Steel reinforced PE-Compound 4.031 
m (13.2ft) / 46.5kg (102.5 lbs)

Connectors parts Steel

PS50 Block type A
PE-Compound, 92˚shore A; 5.43kg 
(12 lbs) For pipe diameters: 200 mm 
- 406 mm  (7.87” - 16”)

PS50 Block type B
PE-Compound, 92˚shore A; 12.56 kg  
(27.7 lbs) For pipe diameters: 380 mm 
- 670 mm (15” - 26.4”)

PS50 Block type C
PE-Compound, 92˚shore A; 8.19 kg 
(18.06 lbs) For pipe diameters: 660 mm 
- 1590 mm  (25.96” – 62.6”)

PS50 Block type D
PE-Compound, 92˚shore A; 16.33 kg 
(36lbs) For pipe diameters: 1030 mm - 
2575 mm (40.54” – 101”)

 Product range  200.0 mm - 2575 mm (7.87” – 102”)

APPLICATION 
The connectable bottom rails are placed on a flattened 
surface. The blocks can easily be positioned over the rails.

Further information on installation, storage and  
configuration can be found at: 
www.4pipes.de/pipestorage
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Pipe Stop Rail 
The length of the Rail: 4013 mm 
Weight of the Rail:  
approx. 46.5 kg 

Art. No. 59050

Pipe Stop Block A 
Diameter range:  
Ø 200 - 406 mm 
Weight of the Block:  
approx. 5.5 kg

Art. No. 59055

Pipe Stop Block B 
Diameter range:  
Ø 380 - 670 mm 
Weight of the Block:  
approx. 12.5 kg

Art. No. 59056

Pipe Stop Block C 
Diameter range:  
Ø 660 - 1590 mm 
Weight of the Block: ± 8.2 kg

Art. No. 59057

Pipe Stop Block D 
Diameter range:  
Ø 1030 - 2575 mm 
Weight of the Block: ±. 16.2 kg

Art. No. 59058

Pipe Stop End Cap 
Weight of the End Cap:  
approx. 1.1 kg

Art. No. 59059 

Pipe Stop Connector  
Weight of the Connector:  
approx. 0.6 kg  

Art. No. 59065

Pipe Stop Installation Tool-
Weight of the Installation Tool:  
approx. 0.4 kg

Art. No. 59066

Pipe Stop Anti-Skid-
Weight of the Anti-Skid: 
approx. 1.4 kg/metre

Art. No. 59068
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