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Pressio®-Rings Wall Penetration Seals 4 pipes

Pressio® Universal

closed standard
split snap  
in closure

Pressio® Universal Seals can be used as a blind seal or 
single duct. Because of its soft rubber the Pressio Uni-
versal Seals are especially suitable for plastic pipes. The 
sealing range for the duct of a pipe/cable is stepped with 
rubber blades and therefore usable for various outside 
diameters.    

ADVANTAGES
•	gas- and watertight
•	5 seals for 80% of the popular pipe sizes 
•	stock levels can be kept low
•	fast mounting
•	blade technology with large application range
•	split version with snap-in closure
•	double sealing
•	 extendable with extension rings 4 pipes

Pressio® Universal Seals do not provide any kind of pipe 
bedding or anchor point.

Further Pressio® Universal Seal types (e.g. with extra-
large flange) are also available on request.

Pressio® Universal  
KB 250 mm and  
KB 300 closed

Pressio® Universal BlackLine 
KB 80 split version up to  
KB 300 split version

Technical data

Material pressure plate V2A (BlackLine PA6-30)

Rubber thickness* 40 mm

Rubber quality EPDM

Rubber grade 45 ± 5 Shore A

Temperature -30°C up to +120°C
(BlackLine +80°C)
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Pressio®-Rings Wall Penetration Seals 4 pipes

Ø in mm Product Art.-No.

100 10490 

100 10488

100 10499

150 10495

200 10493

250 10496

300 10497

Pressio® Universal mit with onion ring technology

The above-mentioned values refer to a pressure tightness rating at an operating temperature of 23°C.
If the temperature is different, especially higher, a holding fixture has to be mounted.

Pressio® UNIVERSAL OD 100 mm, closed

For carrier pipe OD:		  18 up to 65 mm  
				    in 5 mm steps per ring  
Pressure rating as blind closure:	 1.5 bar 
Pressure rating with carrier pipe:	1.5 bar

Supplied incl. blind plug

Pressio® UNIVERSAL OD 100 mm, split

For carrier pipe OD:		  18 - 20, 25, 32, 40, 50, 63 mm  
Pressure rating as blind closure: 	1.5 bar 
Pressure rating with carrier pipe: 1.5 bar

Supplied incl. blind plug

Pressio® UNIVERSAL OD 150 mm, closed

For carrier pipe OD:		  32, 40, 50, 60.3 up to 63 mm,  
				    75 up to 76.1 mm,  
				    88.9 up to 90 mm, 110 mm  
Pressure rating as blind closure: 	for low external water pressure 
Pressure rating with carrier pipe: 1.0 bar

Supplied incl. blind plug

Pressio® UNIVERSAL OD 200 mm, closed

For carrier pipe OD:		  110, 125 mm,  
				    139.7 up to 140 mm, 160 mm 
Pressure rating as blind closure: 	for low external water pressure 
Pressure rating with carrier pipe:	1.0 bar

Supplied incl. blind plug

Pressio® UNIVERSAL OD 250 mm, closed

For carrier pipe OD:	 200 mm 
Reduction rings for carrier pipe OD:	 160, 180 mm  
Pressure rating as blind closure: 	 for low external water pressure 
Pressure rating with carrier pipe:	 0.5 bar

Supplied incl. reduction rings and PP blind plug

Pressio® UNIVERSAL OD 300 mm, closed

For carrier pipe OD:	 250 mm 
Reduction rings for carrier pipe OD:	 200, 225 mm  
Pressure rating as blind closure: 	 for low external water pressure 
Pressure rating with carrier pipe: 	 0.5 bar

Supplied incl. reduction rings and PP blind plug

Pressio® UNIVERSAL OD 100 mm, closed with extra large flange

For carrier pipe OD:	  	 18 up to 65 mm 
				    in 5 mm steps per ring 
Pressure rating as blind closure:	 1.5 bar 
Pressure rating with carrier pipe:	1.5 bar

Supplied incl. blind plug
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Pressio®-Rings Wall Penetration Seals 4 pipes

Pressio® Universal - Installation guide

3.	 Count the slats to be removed for the  
	 corresponding pipe diameter.	  
	 If necessary, the seal can be split for 
	 retrofit installation.

Standard UNIVERSAL 
closed/split

Standard UNIVERSAL 
(≤ OD 250) closed

BlackLine UNIVERSAL 
split

BlackLine UNIVERSAL 
(≤ OD 250) split

1.	 Clean the casing pipe/core bore and  
	 carrier pipe.

2.	 Check the casing pipe/core bore diameter  
	 and carrier pipe diameter against sealing  
	 range data written on the Pressio® seal.

4. 	To remove the slats, they are pressed  
	 through to the back and then cut off with  
	 a knife or pulled off by hand.

Select the suitable reduction ring for the cor-
responding diameter of the carrier pipe and 
insert it into the inner diameter of the seal. For 
retrofit installation (Type BlackLine), the re-
duction ring can be split on site using a knife.

Type UNIVERSAL (from OD 250 mm)
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Pressio®-Rings Wall Penetration Seals 4 pipes

Pressio® Universal - Installation guide

6.	 Insert the Pressio® seal into the wall and  
	 place it flush with the outside of the building

7.	 Use a torque wrench to tighten the nuts  
	 according to the below table.

	 Attention: 
	 Tighten the nuts in a clockwise pattern.  
	 Each nut is to be turned approx. three times.  
	 Several passes will be necessary until the  
	 torque value is achieved. If necessary,  
	 retighten the nuts after 2 hours until the 
	 torque is reached.

The 4 pipes warranty is limited to the replacement of faulty ma-
terial. The usability of the product for the individual application is 
completely the responsibility of the user.

5.	 Push the seal on the carrier pipe.  
	 For retrofitting reassamble the seal on the  
	 carrier pipe.

	 Attention:  
	 Orientation of the nuts towards the inside of  
	 the building for later retightening.

Tightening torque depending on temperature

Temperature [°C]

Ti
gh

te
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ng
 to
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ue

 [N
m

]

Max. tightening torques in Nm

Bolt Standard pipes For thin-walled  
plastic pipes

M 6 5 Nm 5 Nm

M 8

10 Nm for Pressio® Standard, 
Standard split,  
Standard Type FW and 
BlackLine

8 Nm for Pressio® Standard, 
Standard split,  
Standard Type FW and 
BlackLine

20 Nm for Pressio® Individual 
and Pressio® Type KTW/
W270

15 Nm for Pressio® Individual

M 10 30 Nm 22 Nm

M 12 36 Nm 26 Nm

inside  
mounting  
face

outside 
soil

inside 
mounting 
face

outside 
soil
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Pressio®-Rings Wall Penetration Seals 4 pipes

Pressio® Extension-Rings

PRODUCT INFORMATION
Pressio® Extension-Rings serve as an easy, save and cost-
effective feature to extend and adapt existing standard 
Pressio®-Wall-penetration seals 4 pipes to more un-
usual wall sleeve or core hole diameters.

The outside diameter of a standard seal is built up with 
the Extension-Rings. An individually cut seal is not always 
necessary any more. This facilitates cost-effective stock-
keeping, even for uncommon seal sizes.

Pressio® Extension-Rings are made of high quality, extra 
soft Shore A 43 ±5 EPDM, similar to the Pressio® 4 pipes 
standard seals.

The integrated groove and tongue works acc. to the 
principles of a modular system, ensuring a secure hold 
of the ring. In this way, the Pressio® Extension-Ring main-
tains the principle of the double-sealing wall penetration 
seal. Seals with the Extension-Rings are tight against high 
external water pressure up to 1.5 bar.

THE APPLICATION
of the Pressio®-Extension-Rings is very easy. The ring 
with a corresponding inner diameter is just pulled over a 
standard Pressio® seal. The groove and tongue system 
should snap in! 

Afterwards the complete seal is mounted like a standard 
Pressio® seal according to the application manual.

Attention, because of the groove and tongue system, the  
Extension-Rings are only compatible to original  
Pressio®-Wall Penetration Seals 4 pipes with ONE groove!

Do you sometimes have a number of non-standard core-
drilled holes, wall sleeve IDs or pipe IDs? 
Then get in touch with us – we will manufacture extension 
rings for your specific application.

For Pressio® 
OD

Extension 
to: Description Art.-No.

50 mm 58-60 mm
Pressio® - Extension 
50 mm to 60 mm 08015

70 mm 75-79 mm
Pressio® - Extension  
75 mm to 79 mm 08020

80 mm 85 mm
Pressio® - Extension  
80 mm to 85 mm 08000

80 mm 90 mm
Pressio® - Extension  
80 mm to 90 mm 08001

80 mm 93 mm
Pressio® - Extension  
80 mm to 93 mm 08002

100 mm 103,6 mm
Pressio® - Extension  
100 mm to 103,6 mm 08010

100 mm 110 mm
Pressio® - Extension  
100 mm to 110 mm 08011

100 mm 118-120 mm
Pressio® - Extension  
100 mm to 118-120 mm 08012

100 mm 125 mm
Pressio® Extension  
100 mm to 125 mm 08013

150 mm 158-160 mm
Pressio® - Extension  
150 mm to 158-160 mm 08030

Adaption for diameter

double 
sealing
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4 pipes GmbH
 Sigmundstraße 182 | 90431 Nuremberg / Germany

 +49 911 81 00 6 - 0     info@4pipes.de     www.4pipes.de


