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Wall Sleeves 4 pipes

Example:  
split on-wall sleeve

PRODUCT INFORMATION 
Steel wall sleeves form a perfect wall opening for the  
installation of an annular seal. Wall sleeves made of steel 
are manufactured individually and order-related.
•	Wall sleeve of welded or seamless steel pipes
•	Corrosion protection (black/galvanized/powder coated  

or of stainless steel) individually to customer  
specifications

•	Delivery is made with standardized welded-on anchor  
flange (ring-shaped plate serves as wall anchor and  
as a waterstop at the OD of the sleeve). Alternative  
position of anchor flange accord. to customers  
specification possible

TECHNICAL DATA
For sizes and dimensions, please have a look at our  
price list or ask us at 4 pipes.

General advice

•	Choose wall sleeve according to the exact diameter of  
the pipe and the respective Pressio® or Pressio®-Elements 

•	Insert the seal after casting the sleeve into the concrete

Application in the shuttering 

1.  Fix wall sleeve in the casting with PE endcaps 
2. Application in base floors, ceilings or walls 
3. Compress concrete well in area of the wall sleeve

Example: 
Steel wall sleeve 
with asymmetric 
anchor-flange

DN Dimension 
in mm (Ø x s x l) ID sleeve

50 60,3 x 2,9 x 300 54,5
65 76,1 x 3,6 x 300 68,9
80 88,9 x 4,0 x 300 80,9
100 114,3 x 4,0 x 300 106,3
125 139,7 x 5,0 x 300 129,7
150 168,3 x 5,0 x 300 158,3
200 219,1 x 5,0 x 300 209,1
250 273,0 x 5,0 x 300 263,0
300 323,9 x 6,0 x 300 311,9
350 355,6 x 6,0 x 300 343,6
400 406,4 x 6,0 x 300 394,4
500 508,0 x 6,0 x 300 496,0
600 610,0 x 8,0 x 300 598,0
700 711,0 x 8,0 x 300 695,0
800 813,0 x 8,0 x 300 797,0

STANDARD DIMENSIONS

Ask 4 pipes about your individual specifications.

Steel Wall Sleeves
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4 pipes GmbH
 Sigmundstraße 182 | 90431 Nuremberg / Germany

 +49 911 81 00 6 - 0     info@4pipes.de     www.4pipes.de


