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Corrosion Protection Tapes 4 pipes

STOPAQ 4100 Putty Bag

Abb. 4

PRODUCT INFORMATION
Stopaq 4100 Putty is a mouldable, synthetic, non-toxic 
anti-corrosion compound. It is used to fill cavities or to 
level out uneven surfaces, in order to create a suitable 
substrate for anti-corrosion tapes. Smooth transitions, 
e.g. at flanges or socket joints, can thus be modelled qui-
ckly and easily.

The compound can be used in conjunction with anti-cor-
rosion tapes, or with pipe protection fleece. (Use without 
additional mechanical protection is not recommended). It 
does not alter its properties and offers reliable long-term 
protection against corrosion. Stopaq 4100 Putty has ex-
cellent adhesion to many surfaces, does not harden and 
remains permanently elastic.

Stopaq 4100 Putty is KIWA-certified to BRL-K911/02.

PROPERTIES
•	Excellent adhesion to dry, grease-freesubstrates  

(steel, PE, PP, etc.)
•	Tolerant of surface irregularities
•	Does not adversely affect cathodic corrosion protection
•	Not harmful to health or the environment

ADVANTAGES
•	Does not dry out or harden
•	Can be reused
•	Minimal surface preparation required
•	No primer required
•	Quick and easy to apply
•	No waiting time after application

APPLICATION INSTRUCTIONS
•	Remove loose particles.
•	Clean, dry and degrease the surface.
•	Surface temperature must be at least 3°C above  

the dew point
•	Preheat Stopaq 4100 Putty to between 20°C and 30°C
•	Knead the compound and press it onto the surface
•	Smooth the surface with a suitable tool (e.g. a trowel)
•	For mechanical protection, wrap 4100 Putty with CZ tape 

or pipe protection fleece

Technical Data
Color green
Density 1,2 - 1,5 g/cm3

Operating temperature -10°C to +30°C
Specific electrical resistance  Ώ m²
Water absorption <= 0,07%
Adhesion to a suitable surface >30 N / 10 cm²
Zulassung KIWA  K21289/07

Form of delivery
2 kg bag Art.-No. 16630

Complementary products
CZ Band Rolle 50 mm x 10 m Art.-No. 16620
CZ Band Rolle 100 mm x 10 m Art.-No. 16621
Pipe protection 
fleece 1000g/m2 Rolle 1 m x 25 m Art.-No. 16720

KU adhesive tape Rolle 50 mm x 10 m Art.-No. 15550
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4 pipes GmbH
 Sigmundstraße 182 | 90431 Nuremberg / Germany

 +49 911 81 00 6 - 0     info@4pipes.de     www.4pipes.de


