
GERMAN
DIN EN ISO 9001:2015 CERTIFIED

QUALITY

Corrosion Protection Tapes - DUO 40
Data Sheet

ACCESSORIES FOR PIPELINE CONSTRUCTION



2

Corrosion Protection Tapes 4 pipes

DUO 40

PRODUCT INFORMATION
DUO40 4 pipes is a high quality cold applied corrosion 
protection tape, especially for welded joints and bends on 
underground steel pipelines. Because of its asymmetric 
construction with a thick (pipe side) and a thinner outer 
butyl rubber layer on the PE-carrier material, the overlap 
amalgamates perfectly.

 
 
The corrosion protection system is certified as a sys-
tem with the primer HT accord. to Class C/50 with 4 lay-
ers and the class B/50 with 3 layers accord. to EN12068/
DIN 30672.

DVGW No. B/50 (3 layers) NV-5180AR0756 
DVGW No. C/50 (4 layers) NV-5180AL0188

APPLICATION RATE TABLE

The calculated material quantities include an additional 5% 
allowance, as in practice the pipe is wrapped with a little over 
50% overlap is used in practice, and factory-applied coatings 
of varying thicknesses and various welding systems such as 
slip-on welded sockets are not considered separately. The 
specified primer consumption is based on an average empi-
rical value and may vary slightly depending on the applica-
tion method and primer type.

Pipe  
diameter

OD 
pipe width

Primer
consump-
tion/joint

With  
1 x 50%
overlap

and a wrap
with  

a 10 mm
overlap

(three-ply)

when 
 2 x 50% 
overlap 

(4-layers)

DN inch mm mm liter total 
length m2 total 

length m2

25 1 33,7 30 0,01 4,45 0,13 5,93 0,18
40 1,5 48,3 30 0,02 6,37 0,19 8,50 0,25
50 2 60,3 30 0,02 7,96 0,24 10,61 0,32
65 2,5 76,1 50 0,02 6,02 0,30 8,03 0,40
80 3 88,9 50 0,03 7,04 0,35 9,38 0,47
100 4 114,3 50 0,04 9,05 0,45 12,07 0,60
150 6 168,3 50 0,05 13,32 0,67 17,77 0,89
200 8 219,1 50 0,07 17,35 0,87 23,13 1,16
250 10 273,1 100 0,09 10,81 1,08 14,41 1,44
300 12 323,9 100 0,10 12,82 1,28 17,10 1,71
350 14 355,6 100 0,11 14,08 1,41 18,77 1,88
400 16 406,4 100 0,13 16,09 1,61 21,45 2,14
450 18 457 100 0,14 18,09 1,81 24,12 2,41
500 20 508 100 0,16 20,11 2,01 26,81 2,68
600 24 610 100 0,19 24,15 2,41 32,20 3,22
700 28 711 100 0,22 28,14 2,81 37,53 3,75
800 32 813 100 0,26 32,18 3,22 42,91 4,29
900 36 914 100 0,29 36,18 3,62 48,24 4,82
1000 40 1016 100 0,32 40,22 4,02 53,62 5,36
1100 44 1118 100 0,35 44,25 4,43 59,01 5,90
1200 48 1219 100 0,38 48,25 4,83 64,34 6,43
1300 52 1321 100 0,42 52,29 5,23 69,72 6,97
1400 56 1422 100 0,45 56,29 5,63 75,06 7,51
1500 60 1524 100 0,48 60,33 6,03 80,43 8,04
1600 64 1626 100 0,51 64,36 6,44 85,82 8,58

Butyl rubber 
PE-foil

Butyl rubber

Technical data 

Total thickness 0.8 mm ± 0.15 mm

Elongation at break accord. EN12068 ≥ 600%

Tear strength accord. EN12068 11 N/mm

Peel resistance accord. EN12068 46N/10mm at 23°C

Tensile shear resistance on steel 0.2 N/mm² 

Colour butyl outside black

Colour butyl inside light grey

Core inner diameter 42 mm

Width of roll 30, 50 oder 100 mm

Length of roll 15 m*

* Special lengths are possible on request
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Corrosion Protection Tapes 4 pipes

PRODUCT INFORMATION
The hand-wrapping machine is designed to apply corro-
sion protection tapes on pipelines and elbows of different 
kinds and dimensions.

The standard wrapping machine is suitable for tapes up 
to 100 mm width. 

In the ditch a minimum space of 400 mm around the pipe-
line is required to work with best results.

Pay attention that all four rollers have contact to the pipe 
surface during the wrapping process to achieve best quality.

ADANTAGES
•	Easy effort-saving wrapping
•	Continuous tension adjustable
•	Quick change of tape-rolls
•	 Integrated automatic wrap-up of the release foil
•	Overlap adjustable easily
•	For 41 mm tape-core ID´s
•	For pipe dimensions  DN 80

 
The machine can quickly be adjusted for different tape 
width. The necessary spare parts come as part of the kit.

Wrapping machine for tape width up to 100 mm,  
for core 41 mm – Art.-No. 16600

Wrapping Machine
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4 pipes GmbH
 Sigmundstraße 182 | 90431 Nuremberg / Germany

 +49 911 81 00 6 - 0     info@4pipes.de     www.4pipes.de


