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Corrosion Protection Tapes 4 pipes

Stopaq CZ anti-corrosion tapes are primarily designed for 
the simple and site-friendly re-coating of complexly sha-
ped components such as fittings and moulded parts. For 
applications where extensive surface preparation (e.g. 
preheating with a flame) of the pipe surface is not pos-
sible, or where the use of solvent-based primers is not 
permitted under the Occupational Safety and Health Re-
gulations, the CZ corrosion protection tape is the perfect 
solution. This high-quality tape is characterised by rapid 
and reliable adhesion to almost any standard pipe surfa-
ce. Even on cold and damp surfaces, excellent adhesion 
is achieved within 24 hours.

APPLICATION 
CZ anti-corrosion tape is applied without priming or pre-
heating to a pipe surface prepared in accordance with 
GW 15 (clean, dry (3°C above the dew point), grease-free, 
PE surface roughened). The tape can also be applied in 
strips. Any voids must be filled with filler before covering. 
Apply in a single layer with approx. 10 mm overlap. Addi-
tional mechanical protection in the form of adhesive tape, 
a pipe protection mat or a GRP coating may be applied 
over the tape.

•	Extreme flexibility
•	Can be applied without primer
•	Suitable for complex components
•	 Installation also possible on pipes in operation
•	Self-healing effect.
•	Application temperature (ambient) -30°C to +50°C
•	Adheres to all common pipe materials
•	Suitable for repairing factory-fitted pipe coatings
•	DVGW type approval certificate in accordance with

 
AVAILABLE AS ACCESSORIES
•	Filler for cavities (4100 Putty, 4200 Filler)
•	Stopaq PE/PVC Tape for mechanical protection
•	50 mm PVC adhesive tape for mechanical protection  

on straight pipes
•	1000 g/m² pipe protection fleece for mechanical  

protection on fittings or valves
•	Fibercoat Ultra for extreme mechanical protection
•	Pipecoat Plus for high mechanical protection

Technical specifications for CZ anti-corrosion tape
Color green
Density approx. 1,5 g/cm³
Area weight approx. 3 Kg/ m²
Thickness 2 mm+-

Application temperature 0°C to +50°C

Operating temperature -45°C bis +50°C 
(short-term +70°C)

Field of application above/below ground
Durability class 
EN12068/DIN 30672 Class A/30

Flash point min. +170°C
Shear strength, low cohesion min. 0,10 N/mm²
Insulation resistance 20 KV/mm +-
specific electrical resistance > 108 Ὼ m2

Approval DVGW-Certificate 
KIWA K21289/07

Type Art. No.

CZ Band 50 mm x 10 m 16620
CZ Band 100 mm x 10 m 16621
CZ Band 200 mm x 10 m 16622
CZ Band 300 mm x 10 m 16623
Further dimensions and CZH (up to +70°C), CZHT (up to +95°C 
continuous operating temperature) available on request

DVGW  
Registriernummer:   
DV-5180BS0513

STOPAQ CZ Corrosion Protection Tapes
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PRODUCT INFORMATION
The hand-wrapping machine is designed to apply corro-
sion protection tapes on pipelines and elbows of different 
kinds and dimensions.

The standard wrapping machine is suitable for tapes up 
to 100 mm width. 

In the ditch a minimum space of 400 mm around the pipe-
line is required to work with best results.

Pay attention that all four rollers have contact to the pipe 
surface during the wrapping process to achieve best quality.

ADANTAGES
•	Easy effort-saving wrapping
•	Continuous tension adjustable
•	Quick change of tape-rolls
•	 Integrated automatic wrap-up of the release foil
•	Overlap adjustable easily
•	For 41 mm tape-core ID´s
•	For pipe dimensions  DN 80

 
The machine can quickly be adjusted for different tape 
width. The necessary spare parts come as part of the kit.

Wrapping machine for tape width up to 100 mm,  
for core 41 mm – Art.-No. 16600

Wrapping Machine
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4 pipes GmbH
 Sigmundstraße 182 | 90431 Nuremberg / Germany

 +49 911 81 00 6 - 0     info@4pipes.de     www.4pipes.de


