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Wall Sleeves 4 pipes

PRODUKT INFORMATION
The wall sleeves serve in combination with our Pressio 
and Pressio-Elements Seals to penetrate carrier pipes of 
any material (copper, steel, cast iron or plastic) through 
walls, ceilings and floors. They form a perfect wall ope-
ning for the seals, so an optimum sealing is guaranteed.

WALL SLEEVE OF ASBESTOS-FREE FIBRE CEMENT 
•	Colour light grey
•	Grooves outside all around
•	Smooth inside walls 

The sleeve which consists of concrete and glass fibre is 
water pressure tight, non-flammable, corrosion resistant 
and electrically insulating. They are extremely firm, which 
means they can be coated and perfectly bonded to con-
crete so that it is possible to cast into concrete or into a 
wall. For the use in concrete tanks or containers the wall 
sleeve can be coated. Watertight fitting with mortar in a 
wall breakthrough is also possible. 

Sizes: 
DN 80 up to DN 800, length of 200 mm up to 1500 mm***

Please consider the following advice if adjustments at the 
fibre cement wall sleeve have to be done on site:

1.	 Always wear a mask when cutting/working  
	 on the sleeve

2. 	Cut/work on fibre cement only wet and only with 
 	 hand-operated or slow moving machines with dust  
	 trashrack

 
Minimum 50 mm projecting wall sleeves can be integra-
ted into an existing bitumen sealant in a professional way.

The 4 pipes warranty only applies to faulty material. Che-
cking the suitability of the product for the individual appli-
cation is solely the responsibility of the user.

Inside diameter in mm*

80 100 125 150 200 250 300 350 400 500 600 700 800

Outside diameter in mm**

135 144 166 195 245 304 352 400 458 569 671 769 879

Please find all standard dimensions and length in our 
latest pricelist.
**Outside diameter are subject to tolerances of ±8 mm 
***DN 500 up to DN 800 max. manufactuting length  L=960 ±20 mm tolerance

PE end cap 
for wall sleeves 4 pipes with a 
ID 80 mm up to 300 mm

Ø ID Wall sleeve in mm* Art.-No
80 13020
100 13021
125 13022
150 13023
200 13024
250 13025
300 13026

*Tolerances ID ±2 mm

Wall Sleeves Fibre Cement

MFPA
tested
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Wall Sleeves 4 pipes

PRODUKT INFORMATION
Split wall sleeve fibre cement
Split fibre cement  wall sleeves 4 pipes are available in 
dimensions from 100 to 800 mm for retrofit purposes. The 
two half shells are bonded together on site with a special 
Epoxy adhesive.

The wall sleeve is supplied in two exact half shells, 
which provide one round sleeve without any gap or 
ovality.

To bond the surfaces, these must be clean, dry and free 
from oil or grease.

The epoxy adhesive is mixed well in the package and ap-
plied to the cement edges. Afterwards the two half shells 
are joined and pressed together with fastening straps or 
binding wire.

Special spacers between the surfaces are not necessary. 
24 hours after joining, the wall sleeve can be cast into 
concrete.

Wall sleeve of asbestos-free fibre cement

•	Colour light grey
•	Grooves outside all around
•	Smooth inside walls

The sleeve, which consists of concrete and glass fibre, 
is water pressure tight, non-flammable, corrosion resis-
tant and electrical insulating. They feature a high firmness, 
able to be coated and perfect bond to concrete so that it 
is possible to cast in concrete or into a wall. For the use in 
concrete tanks or containers the 

wall sleeve can be coated. Also the water tight fitting with 

mortar in a wall breakthrough is possible. 

» Availability only on request «

1. 	 Mix epoxy kit and apply 	
	 epoxy out of the bag on the 	
	 edge of the half-shells and  
	 join the two halfs.Smoothen  
	 excessive epoxy with a cloth 
	 inside and outside.Centre 	
	 the half-shells with the wall 	
	 penetration seal if available.

2.	 Fix the half-shells with a 	
	 fastening strap or steel wire. 
	 Make sure the curing time 	
	 is not less than three hours 	
	 before filling in the concrete.

3. 	 Integrate wall sleeve into  
	 the casting.

APPLICATION INSTRUCTIONS FOR SPLIT FIBRE 
CEMENT WALL SLEEVES 

Please consider the following advice if adjustments at the 
fibre cement wall sleeve have to be done on site:

1.	 Always wear a mask when cutting/working on  
	 the sleeve

2. 	 Cut/work on fiber cement only when wet and only  
	 with hand-operated or slow moving machines with  
	 dust trashrack

Wall Sleeves Fibre Cement, split
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4 pipes GmbH
 Sigmundstraße 182 | 90431 Nuremberg / Germany

 +49 911 81 00 6 - 0     info@4pipes.de     www.4pipes.de


