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Wall Sleeves 4 pipes

PRODUCT INFORMATION
•	Special roughening for optimum bond to the wall
•	Suitable to wall in and cast to concrete
•	Delivery in standard length of 400 mm (adjustment  

to wall thickness cut to length possible with a saw)
•	Also available with sleeve and seal as well as with  

increased wall thickness
•	PE casting cap as accessory for PVC wall sleeves  

with ID 60 mm up to 300 mm
•	Welded adhesive flange for connecting thick  

coatings according to DIN 18533 available
•	Material PVC-U

 
Sizes: DN 50 up to DN 300 in 400 mm length  
(on request up to 2 m)

TECHNICAL DATA
For sizes and dimension please have a 
look at our price list or ask us at 4 pipes.

ID in mm* OD in mm Length in mm** Art.-No.
50 54 400 13000
60 64 400 13001
70 75 400 13002
70 75 2000 13058
80 85 400 13003
80 85 2000 13019
90 95 400 13004
100 106 400 13005
100 110 400 13006
100 110 3000 13018
125 131 400 13007
125 131 3000 13066
150 160 400 13008
150 160 3000 13065
200 210 400 13009
200 210 1500 13061
250 280 400 13010
250 280 1000 13062
300 315 400 13013
300 315 1000 13064

ID in mm* OD bell in mm Length in mm Art.-No.
 100     110     500    13011

Wall sleeve with  
formed bell and seal

ID  
in mm*

OD 
 in mm

OD bonding flange
in mm

Length 
in mm** Art.-No

 80     85     185     400    13873
 100     110     210     400    13876
 125     131     231     400    13877
 150     160     260     400    13878
 200     210     310     400    13879
 250     280     380     400    13880
 300     315     415     400    13881

PVC wall sleeve with 
bonding flange

**other lengths on request

**other lengths on request

PVC Wall Sleeve 

PE endcap:  
for PVC-wall sleeve with a 
ID of 80 mm up to 300 mm

Ø ID wall sleeve in mm Art.-No.
80 13020
100 13021
125 13022
150 13023
200 13024
250 13025
300 13026

*Tolerances ID ±2 mm

PVC Wall Sleeves

MFPA
geprüft
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Wall Sleeves 4 pipes

GENERAL ADVICE
•	choose wall sleeve according to the exact diameter  

of the pipe and the corresponding Pressio® or  
Pressio®-Elements seal

•	 insert the seal after setting the sleeve in concrete

ON-SITE ADJUSTMENTS
•	Always wear a dust mask when cutting / processing  

the sleeves
•	Cut PVC sleeves only manually or with slowly  

turning tools with dust collector
•	Do not inhale the dust

APPLICATION IN THE SHUTTERING
1.  Fix wall sleeve in the casting with PE casting caps. 
2. Application in base floors, ceilings or walls. 
3. Compress concrete well around the wall sleeve.

Water impact class W2.1-E - high external water pres-
sure up to max. 3 m

Installation of a wall sleeve with bonding flange:

The protective film is removed before the sealing layer is 
applied. The seal is attached to the wall sleeve including 
reinforcement layer according to DIN 18533.

Water impact class W1-E - low external water pressure

Installation of a wall sleeve without bonding flange:

The seal (e.g. polymer-modified bituminous thick layer 
coating PMBC) is attached to the wall sleeve like fillet. For 
this purpose, the wall sleeve must be installed with the 
adequate protruding length on the outside.

Installation of the PVC wall sleeve in the waterproofing 
of buildings according to DIN 18533:

Preparation of the surface (PVC wall sleeve)

The surface of the PVC wall sleeve must be frost-free, 
free of release agents, free of mortar residues and free 
of loose contaminants. After the surface preparation the 
waterproofing layer is applied in accordance with the  
manufacturer's instructions.

PVC Wall Sleeves - Installation guide
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4 pipes GmbH
 Sigmundstraße 182 | 90431 Nuremberg / Germany

 +49 911 81 00 6 - 0     info@4pipes.de     www.4pipes.de


